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GENERAL NOTES

DRIVE PAD WITH OFFSET SIDEWALK - PLAN             
SCALE:NOT TO SCALE

DRIVE PAD WITH SIDEWALK AT BACK OF CURB - PLAN    
SCALE:NOT TO SCALE
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KEYED NOTES
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1. GUTTER FLOW LINE SHALL BE MAINTAINED THROUGH RAMP AREA.

2. SUBGRADE PREPARATION AND COMPACTION FOR DRIVE PAD 

   SHALL BE - 6" COMPACTED SUBGRADE AT 95% COMPACTION

3. ALL CONCRETE SHALL BE AIR-INTRAINED, MEETING THE 

   REQUIREMENTS IN SNL SPECIFICATION 03300.

4. DRIVE PADS WIDER THAN 18’SHALL HAVE 1/2" EXPANSION JOINT

   AT MIDPOINT. DRIVEPAD WIDER THAN 36’SHALL HAVE 2 OR MORE

   EXPANSION JOINTS EQUALLY SPACED, MAX. SPACING IS 18’ 

   APART.

5. SUBGRADE UNDER DRIVE PAD SHALL BE COMPACTED TO 95% ASTM

   DI557, TO 6" DEPTH. TRANSITION

SIDEWALK 2% CROSS

SLOPE (TYPICAL)

FOR SIDEWALK WIDTH

SEE PLANS
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FOR SIDEWALK WIDTH

SEE PLANS

DRIVEPAD SLOPE

VARIES

6" THICK 4000 PSI

CONCRETE DRIVE PAD

LAYDOWN

CURB

2%

DRIVEPAD SLOPE

VARIES

6" THICK 4000 PSI

CONCRETE DRIVE PAD

LAYDOWN

CURB
2%

6’-0’’6’-0’’ 6’-0’’
OPENING WIDTH

VARIES-SEE PLANS

SECTION A                                         
SCALE:NOT TO SCALE

SECTION B                                         
SCALE:NOT TO SCALE

OPENING WIDTH

VARIES SEE PLANS
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FOR 8" CURB

HEIGHT 8’-0"

3’ MIN.

3’ MIN. 

TRANSITION


